20050511.ba v03_n806.bam.20050511

>From ???@??? Wed May 11 20:08:59 2005 -0500
Date: Wed, 11 May 2005 20:08:04 CDT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3806
Message-Id: <20050512010805.01097401AC@srvr1.theporch.com>

			    BOATANCHORS Digest 3806

Topics covered in this issue include:

  1) RE: OCTAL TUBE KEEPERS
	by Roy Morgan <roy.morgan@nist.gov>
  2) Re: OCTAL TUBE KEEPERS
	by WA5CAB@cs.com
  3) RE: OCTAL TUBE KEEPERS
	by Richard Loken <richardlo@admin.athabascau.ca>
  4) RE: OCTAL TUBE KEEPERS
	by "Don Reaves W5OR" <w5or@comcast.net>
  5) BC-348 Trimmer Cap Repair
	by "Mark J. Blair, NF6X" <nf6x@nf6x.net>
  6) Re: OCTAL TUBE KEEPERS
	by "Arden Allen" <gumbear@pacbell.net>
  7) Re: Program for keeping inventory.
	by "Arden Allen" <gumbear@pacbell.net>
  8) Re: OCTAL TUBE KEEPERS
	by "Brian Clarke" <brianclarke01@optusnet.com.au>
  9) FS: NOS 3WP1 Westinghouse CRT
	by "Avery Comarow" <acomarow@usnews.com>
 10) Re: OCTAL TUBE KEEPERS
	by "JAMES HANLON" <knjhanlon@msn.com>
 11) RDP panadapter info please
	by "Thekan, Paul" <Paul.Thekan@cpii.com>
 12) WTD: GO-9 manual 
	by "Thekan, Paul" <Paul.Thekan@cpii.com>
 13) Re: RDP panadapter info please
	by Chuck McGregor <cbmcg@comcast.net>
 14) xtra Dayton Hamvent parking ticket
	by stuck in 50s <polepeeg@ba-watch.org>
 15) Re: Program for keeping inventory.
	by Edward Knobloch <k4pf@juno.com>
 16) Re: Program for keeping inventory.
	by "J.D. Mac Aulay, WQ8U" <jmac6235@yahoo.com>

----------------------------------------------------------------------
Message-Id: <6.0.0.22.2.20050510183030.03c4c388@mailserver.nist.gov>
Date: Tue, 10 May 2005 18:32:27 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Roy Morgan <roy.morgan@nist.gov>
Subject: RE: OCTAL TUBE KEEPERS
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

At 06:15 PM 5/10/2005, JOHN.SEHRING@ecunet.org wrote:

>Here's my modified list of *octal* tubes  ....

Anchorites,

Here is my simple policy: If it's an octal tube, I keep it.

Roy





- Roy Morgan, K1LKY since 1959 - Keep 'em Glowing!
7130 Panorama Drive, Derwood MD 20855
Home: 301-330-8828 Cell 301-928-7794
Work: Voice: 301-975-3254,  Fax: 301-948-6213
roy.morgan@nist.gov --

------------------------------
From: WA5CAB@cs.com
Message-ID: <f.44b34208.2fb291bb@cs.com>
Date: Tue, 10 May 2005 18:37:47 EDT
Subject: Re: OCTAL TUBE KEEPERS
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_f.44b34208.2fb291bb_boundary"


--part1_f.44b34208.2fb291bb_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Here, here.  My sentiments exactly.

In a message dated 5/10/2005 5:33:06 PM Central Daylight Time, 
roy.morgan@nist.gov writes: 
> Anchorites,
> 
> Here is my simple policy: If it's an octal tube, I keep it.
> 
> Roy

Robert Downs - Houston
<http://www.wa5cab.com> (Web Store)
MVPA 9480
<wa5cab@cs.com> (Primary email)
<wa5cab@houston.rr.com> (Backup email)

--part1_f.44b34208.2fb291bb_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_f.44b34208.2fb291bb_boundary--

------------------------------
Date: Tue, 10 May 2005 16:38:56 -0700 (MST)
From: Richard Loken <richardlo@admin.athabascau.ca>
Subject: RE: OCTAL TUBE KEEPERS
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
Message-id: <Pine.PMDF.3.95.1050510163729.541273249C-100000@admin.athabascau.ca>
MIME-version: 1.0
Content-type: TEXT/PLAIN; charset=US-ASCII

On Tue, 10 May 2005, Roy Morgan wrote:

> Here is my simple policy: If it's an octal tube, I keep it.
> 
> Roy

Yes!  And double for tubes with short numbers like "45".

-- 
   Richard Loken VE6BSV, Systems Programmer - VMS  : "Anybody can be a father
   Athabasca University                            :  but you have to earn 
   Athabasca, Alberta Canada                       :  the title of 'daddy'"
   ** richardlo@admin.athabascau.ca **             :  - Lynn Johnston

------------------------------
From: "Don Reaves W5OR" <w5or@comcast.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: OCTAL TUBE KEEPERS
Date: Tue, 10 May 2005 21:07:08 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="US-ASCII"
Content-Transfer-Encoding: 7bit
Message-Id: <20050511021236.9A9B93FE90@srvr1.theporch.com>

Here is my even simpler policy.  If it's a tube, I keep it.

Don

------------------------------
Message-ID: <42816A4A.6020305@nf6x.net>
Date: Tue, 10 May 2005 19:13:30 -0700
From: "Mark J. Blair, NF6X" <nf6x@nf6x.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BC-348 Trimmer Cap Repair
Content-Type: text/plain; charset=us-ascii; format=flowed
Content-Transfer-Encoding: 7bit

I'm working on repair and restoration of my 1943 Stromberg-Carlson 
BC-348-P to it's original dynamotor-powered configuration. I believe 
I've managed to restore the filament and B+ chains to their original 
configuration (it had been rewired to run from external 6.3V and B+ 
supplies), and now I'm trying to repair it. It seems to function 
normally on a couple bands, though the frequency stability is very poor 
and it suffers from microphonics.

After determining that the master oscillator doesn't oscillate on about 
half of the bands, I removed it from the chassis (what a PITA it is to 
get at the innards of those sub-chassis boxes!). I discovered that one 
of the trimmers was broken, and further examination turned up at least 
one more that's broken in the same way in the antenna sub-chassis.

Each trimmer rotor is held in place by a hex-shaped plated brass bushing 
which is pressed in place on the screwdriver end of the rotor shaft. 
This bushing counters the force exerted by the wiper spring. On at least 
two of the trimmers the bushing has cracked, thus allowing the wiper 
spring to push the rotor out until the rotor plates short to the stator 
plates.

Attempts to solder the crack shut on one of the bushings failed. It 
appears to be holding its position now that I've reversed it on the 
shaft so the taper goes the other way, so that the shaft spreads the 
cracked bushing open farther, but I don't trust it to stay in place for 
good.

I suspect that aside from replacing the broken trimmers entirely, my 
best bet might be to remove the rotor from each one, thread the end of 
the shaft, replace the cracked bushing with a small hex nut, and then 
super-glue the nut into position after adjusting it for proper plate 
alignment.

Before I dig into this any farther, have any of y'all encountered this 
type of failure in the past and come up with successful and reliable 
repairs?

Thanks in advance for any help.

-- 
Mark J. Blair, NF6X <nf6x@nf6x.net>
Web page: http://www.nf6x.net/
GnuPG public key available from my web page.

------------------------------
Message-ID: <004e01c555d7$23070780$6de47443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: OCTAL TUBE KEEPERS
Date: Tue, 10 May 2005 20:07:27 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

> Here is my even simpler policy.  If it's a tube, I keep it.

I don't have a policy.  My tubes keep me :-)

Arden Allen
KB6NAX

------------------------------
Message-ID: <004d01c555d7$2286b3f0$6de47443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Program for keeping inventory.
Date: Tue, 10 May 2005 20:05:32 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Ken queries:

> ........Why hasn't someone capable of writing programs for computers
> write a simple program for keeping tally of tubes on hand?  .......

A data base or spread sheet program is all you need to inventory your tubes.
I use Microsloth Excel.  Works great.  Each copy paper box inventory is
listed in a column.  The first column (at the left margin) lists the tubes.
The program will sort the tubes for you and you can search for the tube you
are looking for if you don't want to scroll down your list.  In my inventory
the next column calculates the total for each type from the data in the box
columns.  It's sort of organized calamity but it works.  I just have to
remember to record my tube "transactions" or my data gets funky.

Arden Allen
KB6NAX

------------------------------
Message-ID: <00aa01c55614$9fdb2100$0404a8c0@brian>
From: "Brian Clarke" <brianclarke01@optusnet.com.au>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: OCTAL TUBE KEEPERS
Date: Wed, 11 May 2005 20:31:41 +1000
MIME-Version: 1.0
Content-Type: multipart/alternative;
	boundary="----=_NextPart_000_00A7_01C55668.707301E0"

This is a multi-part message in MIME format.

------=_NextPart_000_00A7_01C55668.707301E0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable

Hi James,

I have been playing with Command sets for 50 years. Which set uses the =
12SG7?
The 12SR7 was used only in the SCR-274N rxs - in the ARC-5 rxs, the =
12SF7=20
was used instead.

73 de Brian, VK2GCE.
  You said:
  The command Set Receiver=20
  tubes are, of course, 12SK7, 12SG7, 12SR7, 12A6, and 12K8.
------=_NextPart_000_00A7_01C55668.707301E0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

------=_NextPart_000_00A7_01C55668.707301E0--

------------------------------
From: "Avery Comarow" <acomarow@usnews.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: FS: NOS 3WP1 Westinghouse CRT
Date: Wed, 11 May 2005 10:06:36 -0400
Message-ID: <JJEHIKNICNCBHCHFFNLHMEHICPAA.acomarow@usnews.com>
MIME-Version: 1.0
Content-Type: multipart/alternative;
	boundary="----=_NextPart_000_006C_01C55611.1DAAE920"

This is a multi-part message in MIME format.

------=_NextPart_000_006C_01C55611.1DAAE920
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

$15 plus shipping.

Avery W3AVE
Potomac, Md.
------=_NextPart_000_006C_01C55611.1DAAE920
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

------=_NextPart_000_006C_01C55611.1DAAE920--

------------------------------
Message-ID: <BAY106-DAV16EB3289F14546355F88E7A0100@phx.gbl>
From: "JAMES HANLON" <knjhanlon@msn.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: OCTAL TUBE KEEPERS
Date: Wed, 11 May 2005 09:17:34 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Brian,

You are quite right that the classic command set receiver uses the 12SK7, 
VT-131, in it's RF and IF amplifiers.  As a kid I used to substitute a 12SG7 
in the RF amplifier for a little more oomph.

73,

Jim, W8KGI


----- Original Message ----- 
From: "Brian Clarke" <brianclarke01@optusnet.com.au>
To: <knjhanlon@msn.com>; "Old Tube Radios" <boatanchors@theporch.com>
Sent: Wednesday, May 11, 2005 4:31 AM
Subject: Re: OCTAL TUBE KEEPERS


Hi James,

I have been playing with Command sets for 50 years. Which set uses the 
12SG7?
The 12SR7 was used only in the SCR-274N rxs - in the ARC-5 rxs, the 12SF7
was used instead.

73 de Brian, VK2GCE.
  You said:
  The command Set Receiver
  tubes are, of course, 12SK7, 12SG7, 12SR7, 12A6, and 12K8. 

------------------------------
Message-ID: <7DDAA17E40A9B943A554EF948A390EBD5BFB59@NEMESIS>
From: "Thekan, Paul" <Paul.Thekan@cpii.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RDP panadapter info please
Date: Wed, 11 May 2005 12:55:55 -0700
MIME-Version: 1.0
Content-Type: multipart/alternative;
	boundary="----_=_NextPart_001_01C55663.71574D28"

This message is in MIME format. Since your mail reader does not understand
this format, some or all of this message may not be legible.

------_=_NextPart_001_01C55663.71574D28
Content-Type: text/plain

 

 Does anyone have any info on this Navy RDP panoramic display. Mainly, I
would like to know if it can be used with the RBB, RBC receivers. I do not
know what IF it works on and am not sure what the IF is of the RBB+C , tho I
think  the rcvrs where around 400Kc.

 Any help appreciated.

 

Thank you

Paul

N6FEG


------_=_NextPart_001_01C55663.71574D28
Content-Type: text/html

<html>

<head>
<META HTTP-EQUIV="Content-Type" CONTENT="text/html; charset=us-ascii">


<meta name=Generator content="Microsoft Word 11 (filtered)">
<style>
<!--
 /* Style Definitions */
 p.MsoNormal, li.MsoNormal, div.MsoNormal
	{margin:0in;
	margin-bottom:.0001pt;
	font-size:12.0pt;
	font-family:"Times New Roman";}
a:link, span.MsoHyperlink
	{color:blue;
	text-decoration:underline;}
a:visited, span.MsoHyperlinkFollowed
	{color:purple;
	text-decoration:underline;}
span.emailstyle17
	{font-family:Arial;
	color:windowtext;}
span.EmailStyle18
	{font-family:Arial;
	color:navy;}
@page Section1
	{size:8.5in 11.0in;
	margin:1.0in 1.25in 1.0in 1.25in;}
div.Section1
	{page:Section1;}
-->
</style>

</head>

<body lang=EN-US link=blue vlink=purple>

<div class=Section1>

<p class=MsoNormal><font size=2 color=navy face=Arial><span style='font-size:
10.0pt;font-family:Arial;color:navy'>&nbsp;</span></font></p>

<p class=MsoNormal><font size=2 face=Arial><span style='font-size:10.0pt;
font-family:Arial'>&nbsp;Does anyone have any info on this Navy RDP panoramic
display. Mainly, I would like to know if it can be used with the RBB, RBC
receivers. I do not know what IF it works on and am not sure what the IF is of
the RBB+C , tho I think &nbsp;the rcvrs where around 400Kc.</span></font></p>

<p class=MsoNormal><font size=2 face=Arial><span style='font-size:10.0pt;
font-family:Arial'>&nbsp;Any help appreciated.</span></font></p>

<p class=MsoNormal><font size=2 face=Arial><span style='font-size:10.0pt;
font-family:Arial'>&nbsp;</span></font></p>

<p class=MsoNormal><font size=2 face=Arial><span style='font-size:10.0pt;
font-family:Arial'>Thank you</span></font></p>

<p class=MsoNormal><font size=2 face=Arial><span style='font-size:10.0pt;
font-family:Arial'>Paul</span></font></p>

<p class=MsoNormal><font size=2 face=Arial><span style='font-size:10.0pt;
font-family:Arial'>N6FEG</span></font></p>

</div>

</body>

</html>

------_=_NextPart_001_01C55663.71574D28--

------------------------------
Message-ID: <7DDAA17E40A9B943A554EF948A390EBD5BFB57@NEMESIS>
From: "Thekan, Paul" <Paul.Thekan@cpii.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: WTD: GO-9 manual 
Date: Wed, 11 May 2005 12:54:50 -0700
MIME-Version: 1.0
Content-Type: multipart/alternative;
	boundary="----_=_NextPart_001_01C55663.4ACD8A64"

This message is in MIME format. Since your mail reader does not understand
this format, some or all of this message may not be legible.

------_=_NextPart_001_01C55663.4ACD8A64
Content-Type: text/plain

 

  I got my self a very nice GO-9 xmtr at the MRCG Meet last week. Would like
to find a manual to purchase or one to borrow or rent to make a copy from.

 

Thank you

Paul

N6FEG


------_=_NextPart_001_01C55663.4ACD8A64
Content-Type: text/html

<html>

<head>
<META HTTP-EQUIV="Content-Type" CONTENT="text/html; charset=us-ascii">


<meta name=Generator content="Microsoft Word 11 (filtered)">
<style>
<!--
 /* Style Definitions */
 p.MsoNormal, li.MsoNormal, div.MsoNormal
	{margin:0in;
	margin-bottom:.0001pt;
	font-size:12.0pt;
	font-family:"Times New Roman";}
a:link, span.MsoHyperlink
	{color:blue;
	text-decoration:underline;}
a:visited, span.MsoHyperlinkFollowed
	{color:purple;
	text-decoration:underline;}
span.emailstyle17
	{font-family:Arial;
	color:windowtext;}
span.emailstyle18
	{font-family:Arial;
	color:navy;}
span.EmailStyle19
	{font-family:Arial;
	color:navy;}
@page Section1
	{size:8.5in 11.0in;
	margin:1.0in 1.25in 1.0in 1.25in;}
div.Section1
	{page:Section1;}
-->
</style>

</head>

<body lang=EN-US link=blue vlink=purple>

<div class=Section1>

<p class=MsoNormal><font size=2 color=navy face=Arial><span style='font-size:
10.0pt;font-family:Arial;color:navy'>&nbsp;</span></font></p>

<p class=MsoNormal><font size=2 face=Arial><span style='font-size:10.0pt;
font-family:Arial'>&nbsp; I got my self a very nice GO-9 xmtr at the MRCG Meet
last week. Would like to find a manual to purchase or one to borrow or rent to
make a copy from.</span></font></p>

<p class=MsoNormal><font size=2 face=Arial><span style='font-size:10.0pt;
font-family:Arial'>&nbsp;</span></font></p>

<p class=MsoNormal><font size=2 face=Arial><span style='font-size:10.0pt;
font-family:Arial'>Thank you</span></font></p>

<p class=MsoNormal><font size=2 face=Arial><span style='font-size:10.0pt;
font-family:Arial'>Paul</span></font></p>

<p class=MsoNormal><font size=2 face=Arial><span style='font-size:10.0pt;
font-family:Arial'>N6FEG</span></font></p>

</div>

</body>

</html>

------_=_NextPart_001_01C55663.4ACD8A64--

------------------------------
Message-Id: <6.2.1.2.0.20050511132845.02d2d8b0@mail.comcast.net>
Date: Wed, 11 May 2005 13:39:26 -0700
To: Old Tube Radios <boatanchors@theporch.com>
From: Chuck McGregor <cbmcg@comcast.net>
Subject: Re: RDP panadapter info please
Mime-Version: 1.0
Content-Type: text/plain; charset=us-ascii; format=flowed; x-avg-checked=avg-ok-22CC19DF

At 12:55 PM 5/11/2005, Thekan, Paul wrote:
>  Does anyone have any info on this Navy RDP panoramic display. Mainly, I 
> would like to know if it can be used with the RBB, RBC receivers. I do 
> not know what IF it works on and am not sure what the IF is of the RBB+C 
> , tho I think  the rcvrs where around 400Kc.

Paul-
Sorry to bring bad news.  My limited information on the RDP panadaptor 
indicates it accepts a 30 MHz IF input  with a bandwidth of 10 Mhz.  This 
would be used with a microwave search receiver such as the  Navy 
RDO  or  the Air Force AN/APR-1 or APR-4.      It would require major 
rework for use with a 400 Kc IF.

I have the manual for a comercial Panoramic model SA-3 Type T-2000 and 
T-3000   which should be very similar to your unit.  Will email a copy to you.

73,
Chuck  N7RHU 


-- 
No virus found in this outgoing message.
Checked by AVG Anti-Virus.
Version: 7.0.308 / Virus Database: 266.11.8 - Release Date: 5/10/2005

------------------------------
Date: Wed, 11 May 2005 16:46:11 -0400 (EDT)
From: stuck in 50s <polepeeg@ba-watch.org>
Message-Id: <200505112046.j4BKkB8E010147@fracas.netboobie.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: xtra Dayton Hamvent parking ticket

It's  a passeto park in what was called VIP lot.  Lot's right
next to boneyard and passes are courtesy xtras for vendors.

One of these with a rental car and a R-T airline ticket are THE way
to butterfly-kiss this huge ham-happenning

F'rinstanc - ten hut!  Airtran has one-day biz-class sale Atl-Day-Atl.  
$308

Don't let ticket go unused!

 Tnx

  Marty

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Date: Wed, 11 May 2005 20:45:30 -0400
Subject: Re: Program for keeping inventory.
Message-ID: <20050511.204531.1020.1.k4pf@juno.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit
From: Edward Knobloch <k4pf@juno.com>

Greetings, Anchorites
 
In the spirit of antique electronics, I keep my tube inventory on 3X5
file cards.
There is a card for each tube type.  On each card I list all of my rigs
that use that type tube, as well as the quantity in use per rig.
This requires a stack of about 2 inches of index cards,
held with a rubber band.
 
Also on each card is the storage box numbers and quantities of that
tube type.  For instance, a circled "10" and penciled indication 1 new 3
used,
means that in box number ten, 4 tubes of that type are stored.  As more
tubes arrive,
I just add additional box numbers and quantities on the index card,
with no attempt to rearrange the physical inventory. There is no total
listed,
a glance at the card is sufficient to see if adequate spares of that type
are on hand. 
 
For each storage box, there is additionally a separate sheet of paper
listing the tubes
inside, with an indication of new or used.  The sheets are not kept in
the
storage box, but kept with the index cards to make for easy browsing.
Oddball tubes don't rate the index card, but are only listed
on the inventory sheets.  I place a dot next to each tube
on an inventory sheet which has had its information added
to an index card.  There is room on the inventory sheet
for notations of where the tubes came from, and required bias voltage for
balancing
power tubes operated in parallel.
 
This arrangement requires the minimum work for the most useful
information.
 
73,
Ed Knobloch
 
 
On Tue, 10 May 2005 "Ken Hickman" <n5cm@rtconline.com> writes:
> Hi Gang,
> 
> With all the talk about keeping certain tube types I have a 
> question:
> Why hasn't someone capable of writing programs for computers
> write a simple program for keeping tally of tubes on hand?
<snip>

------------------------------
Message-ID: <20050512010754.65476.qmail@web54607.mail.yahoo.com>
Date: Wed, 11 May 2005 18:07:54 -0700 (PDT)
From: "J.D. Mac Aulay, WQ8U" <jmac6235@yahoo.com>
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Ed,
I think you are 110% on target!!!  We try to use technology for solving problems and addressing needs that are best served with the "mundane."  How often a pencil and paper are easier to use to record information and store it for future access.  This is a philosophical issue!  Why would we all love and use tube gear when solid state is so "cheap" and available?  Because solid state is not needed to do what we want to do!!!
 
Good for you Ed!  I still have a lot of paper in my files - operators' manuals (too many pages to try to sort through on a computer), schematics (too big for my computer screen - plus I can't fold the computer screen and put it on my lap while I am tracing a circuit) and my notes are not apparent on either the manual or schematic when I am using a computer!!!
 
Let's remember to use technology when it makes sense!!   
 
73
Mac
WQ8U 

Edward Knobloch <k4pf@juno.com> wrote:
Greetings, Anchorites

In the spirit of antique electronics, I keep my tube inventory on 3X5
file cards.
There is a card for each tube type. On each card I list all of my rigs
that use that type tube, as well as the quantity in use per rig.
This requires a stack of about 2 inches of index cards,
held with a rubber band.

Also on each card is the storage box numbers and quantities of that
tube type. For instance, a circled "10" and penciled indication 1 new 3
used,
means that in box number ten, 4 tubes of that type are stored. As more
tubes arrive,
I just add additional box numbers and quantities on the index card,
with no attempt to rearrange the physical inventory. There is no total
listed,
a glance at the card is sufficient to see if adequate spares of that type
are on hand. 

For each storage box, there is additionally a separate sheet of paper
listing the tubes
inside, with an indication of new or used. The sheets are not kept in
the
storage box, but kept with the index cards to make for easy browsing.
Oddball tubes don't rate the index card, but are only listed
on the inventory sheets. I place a dot next to each tube
on an inventory sheet which has had its information added
to an index card. There is room on the inventory sheet
for notations of where the tubes came from, and required bias voltage for
balancing
power tubes operated in parallel.

This arrangement requires the minimum work for the most useful
information.

73,
Ed Knobloch


On Tue, 10 May 2005 "Ken Hickman" writes:
> Hi Gang,
> 
> With all the talk about keeping certain tube types I have a 
> question:
> Why hasn't someone capable of writing programs for computers
> write a simple program for keeping tally of tubes on hand?
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